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FURNITURE FITTINGS TECHNOLOGY
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For flap dim.(W x H) Flap material Left hand Right hand

450 x 283 mm Chipboard or MDF

600 x 283 mm Chipboard or MDF 373.77.340 -

1000 x 283 mm Chipboard 

1000 x 283 mm MDF* 373.77.340 373.77.330

600 x 355 mm Chipboard or MDF 

800 x 355 mm Chipboard  
373.77.340 -

 

800 x 355 mm MDF* 
373.77.340 373.77.330

1000 x 355 mm Chipboard or MDF 

600 x 450 mm
 Chipboard 373.77.340 -

 MDF 373.77.340 373.77.330

Grass Kinvaro T-105 flap fitting

> For top box units

> Allows additional cabinet installation above

> Spring-assisted action for easy opening

> For flap weight: 1.1 to 8.6 kg    

For flap width: 450-1000 mm    

For flap height: 283-450 mm

> Variable opening angle, holds flap securely at any opening position 

from 45º to 105º

> Fittings are handed

> Nickel-plated zinc alloy fittings, black plastic cover caps and fitting 

instructions included

> Concealed sprung hinges with 95 to 105º  opening angle must be 

ordered separately

> Order fixing screws separately

> Order qty:  1 pc 
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For flap dim. (W x H) Flap material Model Cat. No.

450 x 283 mm Chipboard or MDF

600 x 283 mm Chipboard or MDF

1000 x 283 mm Chipboard or MDF T-65 372.78.500

600 x 355 mm Chipboard or MDF

800 x 355 mm Chipboard or MDF

1000 x 355 mm Chipboard

1000 x 355 mm MDF*

600 x 450 mm Chipboard or MDF 
T-70 372.46.800

Grass Kinvaro T-65 and T-70 flap fitting

> For top box units in kitchens

> Not suitable for inset doors

> No concealed hinges required for top panel

> Allows additional cabinet installation above

> With narrow fixing bracket for framed doors

> Spring-assisted action for easy opening: Different springs included to 

allow for many different door panel weights and sizes

> For flap weight: 0.7 to 8.5 kg    

For flap width: 450-1000 mm    

For flap height: 283-450 mm

> Integrated, adjustable damped action gives quiet, gentle closing

> Variable opening angle, holds the flap securely at any opening  

position from 45º to 100 or 110º

> Set includes: 1 pair galvanized steel fittings, 1 pair grey RAL 7045 

cover caps, 2 yellow galvanized steel springs, fixings for carcase side 

wall and fitting instructions

> Also available for aluminium frame      

doors on request

> Order qty: 1 set 
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GRASS KINVARO FLAP FITTINGS

25
YEAR

WARRANTY

GRASS FIXINGS
REQUIRED

Ø 3.0

FIXINGS
REQUIRED

Ø 4.0

 *When using with a bar handle 

please trial mount first 

 *When using with a bar handle 

please trial mount first 

FIXINGS
REQUIRED

Ø 4.0

FIXINGS
REQUIRED
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25
YEAR

WARRANTY

GRASS

372.78.220 Replaced by new number 372.78.500


