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STANLEY® pocket level

> Easy-to-read vials

> Pocket size for easy storage

> Rare magnet base

> Strong moulded plastic casing for durability

> Order qty:  1 pc 

Length Cat. No.

87 mm 002.84.202

STANLEY® S110 stud sensor

> Centre finder and centre marker for accurate centre wood and metal 

stud locating and marking every time

> Detects wood, metal and AC

> Detects wood and metal studs up to 19 mm in depth

> Detects the presence of AC live wire within a 150-450 mm radius and 

up to 50 mm depth

> Ideal for locating studs to enable tasks such as TV mounting, hanging 

pictures and shelves 

> Auto calibration helps to avoid missed studs due to incorrect initial 

calibration 

> Angle tolerance reduces error when used at an angle 

> Directional LED light indicators for visual guidance to stud location

> Audible alert for clear notification of stud location

> Micro thin sleek design allows for the stud sensor to be easily stored 

away or carried in a pocket

> Single button for simple operation

> Includes:

 2x AAA batteries

> Order qty:  1 pc 

Model Depth Cat. No.

S110 19 mm 002.84.905

STANLEY® S160 stud sensor

> Centre finder and centre marker for accurate centre wood and metal 

stud locating and marking every time

> Detects wood, metal and AC

> Detects wood studs up to 25 mm in depth and metal studs up to  

38 mm in depth

> Detects the presence of AC live wire within a 150-450 mm radius and 

up to 50 mm depth

> Ideal for locating studs to enable tasks such as TV mounting, hanging 

pictures and shelves 

> Auto calibration helps to avoid missed studs due to incorrect initial 

calibration 

> Angle tolerance reduces error when used at an angle 

> Directional LED light indicators for visual guidance to stud location

> Audible alert for clear notification of stud location

> Single button for simple operation

> Includes:

 2x AAA batteries

> Order qty:  1 pc 

Model Depth Cat. No.

S160 38 mm 002.84.906


