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STAPLE/BRAD NAIL GUN AND NAIL PUNCH

STANLEY® TR250 heavy duty staple and brad gun

> A heavy duty staple and brad nail gun with aluminium housing for 

added durability and long lasting usability. Designed for use on thin 

woods and sheet materials and suitable for applications such as 

gardening, wire netting, insulation, beading, fencing, trim work  

and panelling

> Features easy squeeze technology for reduced user fatigue and added 

driving power into materials

> High and low power setting to control intensity of staple application 

when working on a variety of hard and soft materials

> Anti-jam mechanism for continuous use and reliable operation

> Lock down handle for safe storage and transportation

> Built in front wire guide for accurate alignment of staples to press 

down on cables and other low voltage wires

> Fires STANLEY® Type-G staples in 6mm (1-TRA704T), 8mm 

(1-TRA705T), 10mm (1-TRA706T), 12mm (1-TRA708T) and 14mm 

(1-TRA709T) and STANLEY® Type-J Headed Brad Pins in 12mm 

(1-SWK-BN050T) and 15mm (1-SWK-BN625T)

> Staples and nails not included

> Order qty: 1 pc

STANLEY® heavy duty staples Type G

> Order qty: 1 pc

STANLEY® brad nails

> Order qty: 1 pc

Size  Cat. No. Order qty

12 mm  006.50.353 1000

15 mm  006.50.354 1000

   Cat. No.

Staple gun   006.50.350

Size  Cat. No. Order qty

10 mm  006.50.351 1000

12 mm  006.50.352 1000

STANLEY® DYNAGRIP™ nail punch set

> Colour coded by tip size for easy identification

> Cupped tip for easy alignment

> Induction heat treated for safety and improved performance

> Long length allows for setting nails in hard to reach places

> Over-moulded grip to help dampen vibrations and reduce slipping  

during use

> Used for driving finish nails beneath trim work

> Set consists of:

 0.8 x 102 mm punch

 1.6 x 102 mm punch

 2.4 x 102 mm punch

> Order qty:  1 set 

Length Cat. No.

Nail punch set 008.41.028
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