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FURNITURE FITTINGS DESIGN

T
C

H
 D

E
S

IG
N

 2
0

2
0

, 
©

 H
ä
fe

le
 U

.K
. 

L
td

 2
0

2
0

. 
D

im
e
n
s
io

n
a
l 
d

a
ta

 n
o

t 
b

in
d

in
g

. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o

n
s
 w

it
h
o

u
t 

n
o

ti
c
e
.

Section 1 232
Page

NINKA ONE2FIVE AND ONE2SEVEN SYSTEMS - MODULAR 
The One2Five modular system is designed to ensure a perfectly tailored solution to popular drawer systems. For 400-600 mm 

width cabinets with 18/19 mm board thickness.

Ninka one2five flexible hanging frames, for Blum Tandembox or Grass DWD

> Standard version designed to fit Blum TANDEMBOX (Antaro/Intivo) 

and Grass DWD drawers

> Recess version designed to fit Blum TANDEMBOX (Antaro/Intivo) only

> Suitable for 400, 450, 500 or 600 mm cabinet widths with 18/19 mm 

board thickness

> Robust plastic and steel construction

> Order qty:  1 pc 

YOU ALSO NEED: ✔ ✔Supplied by customer
DRAWER SYSTEM
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INDIVIDUAL BINS
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COVER PLATE OR BIN LIDS

38.6

Min. 15

Cabinet width

7

5

32

63.6

15.5

For cabinet width Standard Recess

Dark grey

400 mm 502.90.193 502.87.303

450 mm 502.90.192 -

500 mm 502.90.198 -

600 mm 502.90.197 502.87.307

Light grey

400 mm 502.90.793 502.87.803

450 mm 502.90.792 -

500 mm 502.90.798 -

600 mm 502.90.797 502.87.807

Ninka one2five flexible hanging frames, for Häfele Matrix Box P or Grass Nova Pro Scala

> Designed to fit Häfele Matrix Box P or Grass Nova Pro Scala drawers

> Suitable for 400, 450, 500 or 600 mm cabinet widths with 18/19 mm 

board thickness

> Robust plastic and steel construction

> Order qty:  1 pc 

38.6

Min. 15

Cabinet width

7

5

63.6

15.5
For cabinet width Standard Recess

Dark grey

400 mm 502.90.403 502.87.313

450 mm 502.90.404 -

500 mm 502.90.405 -

600 mm 502.90.406 502.87.317

Light grey

400 mm 502.90.703 502.87.813

450 mm 502.90.704 -

500 mm 502.90.705 -

600 mm 502.90.706 502.87.817
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