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Length 1000 mm 2000 mm

Cat. No. 833.95.789 833.95.788

Loox5 2025 / 2040 light to driver connecting lead, with snap-in connector

> For connecting Loox LED 2025 or 2040

> 1.5 A/24 AWG

> Black plastic

> Order qty:  1 pc

YEARS

7

Loox 2025 / 2091 / 3091/ 3092 surface mounting bezel

> For surface mounting Loox LED 2025 / 2091 / 3091 / 3092

> Plastic

> Order qty:  1 pc

15.6

Ø 8

Square

65

Loox 2025 / 2091 / 3091 / 3092 recess mounting bezel

> For recess mounting Loox LED 2025 / 2091 / 3091 / 3092

> Plastic

> Order qty:  1 pc

Ø 8

Ø 65

Ø 58

13.5

2.6

Round

Bezel type Round Square

Silver coloured 833.72.124 833.72.125

Anthracite 833.72.193 833.72.195

Stainless steel coloured 833.72.194 833.72.197

Bezel type Round Square

Silver coloured 833.72.126 833.72.127

Anthracite 833.72.380 833.72.383

Stainless steel coloured 833.72.382 833.72.385

YEARS

7
Fixings
included

YEARS

7
Ø 8

Ø 58

13.5

2.6

Square

65

15.6

Ø 8

Ø 65

Round

Note: IP rating is 20 when light

is surface mounted


