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Loox 1105 aluminium profile, 11.5 mm depth, for Loox LED flexible strip lights, recess mounting

> Order profile and end caps separately

> Asymmetric light distribution

> For recess mounting

> With white opal plastic diffuser, 70-80% transmittance

> Diffuser width: 11 mm

> End caps for screw fixing with cable outlet

> Anodised aluminium profile

> Order qty: 

Profile: 1 pc

End caps: 1 set - includes 10 pcs (5 pairs) 

The diffuser creates a uniform light. LED points

are invisible from 120 LED’s/m.  If required,

please order alternative diffusers in black opal

or transparent separately, shown below

Colour Black Silver coloured

Length 3000 mm 833.95.727 833.95.726

Please order end caps separately:

End caps (1 set = 10 pcs) 833.95.771 833.95.770

YEARS

7Anti-glare shield - Asymmetric distribution

allows for a glare-free light souce 

Routing dimensions

End caps
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Width Transmittance 8 mm 11 mm 13 mm

Transparent approx. 90% - 833.95.757 -

White 70-80% 833.95.754 833.95.755 833.95.756

Black approx. 20% 833.95.758 833.95.759 833.95.760

Loox replacement diffuser profile for 1103 / 1104 / 1105 / 1106 and 2101 / 2102 / 2103 / 2104 aluminium profiles

> For recess mounting

> Length 3000 mm

> Plastic

> Order qty:  1 pc

The white diffuser creates a uniform light.  

The LED points are invisible from 120 LEDs/m.

When using the black diffuser, LED points may be

visible. LED points are always visible when the trans-

parent diffuser is used.


